SERVICE GROUND

EQUIPMENT GROUND TERMINAL S0A
NEUTRAL S0A

CIRCUIT BREAKER
MOUNTING NUTS

250 MAX A HUB
5 26 5.00
[134]" _\l’ [127]'|

NOTES:
FINISH — GRAY BAKED ENAMEL POWDER COAT PAINT OVER CLEANED GALVANNEALED STEEL.
UL LISTED - FILE E-6294, VOL. M
SUITABLE ONLY FOR USE AS SERVICE EQUIPMENT.
SUITABLE FOR OVERHEAD OR UNDERGROUND SERMICE.
A 200A BREAKER (QOM2200VH) IS FACTORY INSTALLED IN CQRA200.
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EQUIPMENT GROUND TERMINAL 200A
NEUTRAL 200A

SERVICE DISCONNECT
TYPE QOM2 CIRCUIT
BREAKER 200A MAX

SERVICE DISCONNECT
TYPE QO OR QOA...VH ‘
CIRCUIT BREAKER 35-50A

C2M200s

SERVICE GROUND

EQUIPMENT GROUNDING

SERVICE DISCONNECT
TYPE QOM2 200A MAX

L CIRCUIT BREAKER
MOUNTING NUTS

KNOCKOUTS

CONDUIT SIZE

SYMBOL N WM
A .50 13
B .75 19
C 1.00 25
D 1.25 32
E 1.50 38
F 2.00 51
G 2.50 64
H 3.00 76
| 3.50 89
J 4.00 102

SERVICE GROUND

EQUIPMENT GROUNDING

SERVICE DISCONNECT
TWO POLE TYPE QO

OR QOA Q0 35-70A
R
C4L200S
. INCHES
DUAL DMENSIoNs: [NCHES
SHORT LINE SIDE
AMPERE|  BYPASS ey CIRCUIT CATALOG SEREES PHASE AND
RATING | TYPE ST CURRENT NUMBER NEUTRAL LUGS
RATING AWG,/KCMIL
22K CM200S Mot
‘20{ %‘*g VAC 22K C2M200S Mot
200 NONE (ggoﬁoiYZZ% #4250 CU/AL
SYSTEM? 10K C4L200S MOt
22K CQRA200 Mot
SAQUARE D

COMBINATION SERVICE ENTRANCE DEVICES
RING TYPE METER MAIN
RAINPROOF NEMA TYPE 3R ENCLOSURE
SURFACE ONLY
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